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1 0 PURPOSE. This Order sets forth installation standards with respect to the
number of transmitter/receiver selector keys at the various operating
positions in air traffic control towers, TRACONs and RAPCONs.

2 l REFERENCE. Agency orders 6510.2 and 6510.3 dated November 10, 1965,
and November 18, 1965, respectively.

3 l BACKGROUND. Agency Order 6510.2 established standard console instrumen-
tation configurations and operational position arrangements for terminal
facilities. Agency order 6510.3 stipulates standard communications
requirements in terms of transmitters/receivers for the various number
of operating positions for each type of tower facility. The standard-
ization of the transmitter/receiver selector key installation specified
in this Order is the remaining critical item which completes the,elec-
tronic system desigs of the terminal facilities operational communications
systems.

4 0 STANDARD. The number of transmitter/receiver selector keys for air
traffic control towers and TRACON/RAPCON positions has been established
by the Air Traffic Service as follows:

a. Air traffic control tower radio positions shall have a maximum of 20
keys at the local control position and eight at all other positions.

b. TRACON/RAPCON radio positions shall have a maximum of one position
of 16 keys (this position to be determined by the facility chief)
and eight keys at all other positions.

5 l ACTION. Exceptions can be made if unusual circumstances warrant. A
request for such exception shall be forwarded to the Air Traffic Service.

William M. Flener, Director
Air Traffic Service
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